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General Description

KR Electronics part number 2943-SMA is a 255 MHz bandpass [ o
filter. The filter has a minimum 3 dB bandwidth of 30 MHz. Oth- FEEYI-S¥I¥m Bandpass Filter
er center frequencies and bandwidths are available. Please con- e 30 MHz min 3 dB Bandwidth

sult the factory.
y 50 Q Source and Load
SMA Connectors
Also available in surface mount

Typical Performance _

Overall Response
(10 dB/div)

Eile “iew Channel Sweep Calibration Trace Scale Marker Suvstemn Window  Help

Stimulus Center [ 255000000 MHz  [5]  Stan _ Stop | Cemter | Span |

- R
. / |
/ \

FA0.00

F=0.00

HE0.00

L7000 7 \J\H
N il

Lo .00
{
L100.00
Chi: Start 155.000 WMHz  — Stop 355000 MHz
Statug CH1: E21 | C 2Pt LCL
) Web www.krfilters.com
KR Electronics, Inc. Email sales@krfilters.com
91 Avenel Street Phone (732) 636-1900
Avenel, NJ 07001 Fax (732) 636-1982
© 2014, KR Electronics, Inc. Page 1

2943-SMA, Rev 0, August 22, 2014



KR Electronics 2943-SMA

KR Electronics, Inc.

Passband Amplitude
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File “iew Channel Sweep Calibration Trace Scale Marker Spstem  window Help

Stimulus Center I 255.000000 MHz H

Start

4 00

H=.00

HG .00

o0

H5.00

300

H10.00

Ch2: Start 235000 pMHz =

Stop 275000 kHz

Status  CHZ 521 | C 2-Port

LCL

Overall Response
(10 dB/div)

File “iew Channel Sweep Calibration Trace Scale Marker Sestem  Window Help

Stimuluz Stop I 2000000000 GHz |j

Start

000 " EEEE
A

[

|

[

[

FS0.00

HE0.00 / \
Fr0.00

MMV

20,00 W
an00 ol

G|

100,00
Ch1: Start 100000 pMHz — Stop 2.00000 GHz
Statuz CH1: 521 Mo Cor LCL
) Web
KR Electronics, Inc. Email
91 Avenel Street Phone
Avenel, NJ 07001 Fax

© 2014, KR Electronics, Inc.
2943-SMA, Rev 0, August 22, 2014

www.krfilters.com
sales@krfilters.com
(732) 636-1900
(732) 636-1982

Page 2



KR Electronics, Inc.

KR Electronics 2943-SMA

Specifications

Filter type Bandpass

Center Frequency 255 MHz

Insertion Loss at Center Frequency 3.5 dB max 2 dB typical
3 dB Bandwidth 30 MHz min 32 MHz typical
40 dB Bandwidth 71 MHz typical

60 dB Bandwidth 112 MHz typical

Source and Load 50 O

Physical Dimensions

/72><4—4O UNC 3 187
7

1950

2250

Notes:

1. Dimensions in inches

2. Rectangular case

3. Also available in surface mount package 1.0” x 0.5” x 0.3” (see part number 2943)
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